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DRY ACID

pH is one of the critical tests in pool balancing. Dry
Acid (pH minus) will help decrease the pH level of

the pool water.

DIRECTIONS

If your pH levels are 7.8 and above then use Aquality Poolcare
pH- (Sodium Bisulphate) to decrease the pH. As a guideline,
for a 1000L spa/splash pool, add 5-10g of Aquality pH- to a
bucket of water and distribute around the perimeter of the Pool.
Never add pH- directly to the skimmers. After 6 hours test your
water again and reapply if necessary. Always check your Total

Alkalinity to help maintain correct pH levels.

i ‘ POOL BALANCING
| Always ensure that your pool is correctly balanced
" « Chlorine: 1-2ppm

| o pH levels: 7.2-7.6

‘ « Cyanuric Levels (Stabilizer): 30-80ppm

« Total Alkalinity: 80-150

PRECAUTIONS
« Do not mix with other chemicals
« Irritating to eyes and do not breathe dust.
| NET CONT: « Keep away from ch_ildren. fo_od and_ drink.
1 BAPOX NEPIEXOMENo « Incase of contact with eyes rinse with plenty of water

and seek medical advice.

If swallowed seek immediate medical advice and show this
label.

Store in a dry place and use suitable gloves and eye
protection when using this product.

Corrosive Balanced Scale-Forming

6.6 68 70 7.2 74 76 7.8 80 82 84
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